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Figure 3-9.  Spacecraft Envelope, 3-m (10-ft) Diameter 10L Fairing, Three-Stage Configuration (3712) PAF
  (Download Figure)

��
��

�
�

�
�
�
�

�
�
�
�
�

�
�
�
�
�
�

�
�
�
�
�
�

�
�
�
�
�

�
�
�

��
�
�

�
�

�
�

mm
in.

02802REU7

��
��

��
��

15 deg

15 deg

Sta 413.95

Motor

Usable Payload
Envelope

Fairing Envelope

All dimensions are in

Attach Fitting

All station numbers are in inches

Acoustic blanket thickness
per Table 3-1

MDA requires definition of
spacecraft features within 50.8 mm
(2.00 in.) of payload envelope

Projections of spacecraft
appendages below the
spacecraft separation plane
may be permitted, but must be
coordinated with the Delta
Program Office

Usable Envelope Below
Separation Plane

Fairing Separation Plane
Sta 553.39

Sta 189.12

R

Sta 275.34

2743
108.0 dia���

32.1°

Sta 413.95
Spacecraft Separation Plane

for 3712 PAF

32.1 deg

Inside Skin Dimensions

Acoustic Blankets

�
�
�
�

9252
364.27

5711
224.83

5406
212.83

3660
144.08

Sta 201.12

2438
96.0

dia

2743
108.0

dia

1243
48.93

102
4.00

533
21.0

73
2.88

dia

940
37.00

dia

724
28.50

dia

R

2743
108.0

305
12.0

dia

3056
120.3

dia

647
25.49

2802reu7.pdf

